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Our recommendations concerning the technical application of the product, whether through oral or written communication or through demonstration, are given to the best of our current 
knowledge; however, any such instruction shall be without commitment, including where any protective rights of third parties are involved. They do not free you of the obligation to check the 
products supplied by us for their suitability for the procedures and applications envisaged. The (intended) use and application of the products are beyond our control. They are therefore your 
personal responsibility. In the event that ORF proves liable, such liability shall be limited in all cases of damage to a sum not exceeding the actual value of the goods supplied by us and used 

by you. It goes without saying that we guarantee the good quality of our products, in accordance with the standards set out in our 
 

General Terms of Sale and Delivery. 

 
Company of Factory Ahmed M. Alomair Sons for Rubber Products                                                                                       Mail: info@orf.com.sa 
Bedr. Industrial Area, Abdullah Bin Firyan Road, Al Shifa, Industrial Area                                                                                     Tel: +966 11 271 2595                                             
Kingdom of Saudi Arabia    

 

Application 

• ORF SBR Granules is used for all kinds of sports and recreational facilities, as the lower layer or as infill for 

artificial grass. It can be used on all kinds of surfaces.  

• ORF SBR Granules standard grain size 1.0 - 4.0 mm. 

 

Properties 

Strong and Tough Good General Chemical Resistance 

Good Resistance to Abrasion Eco Friendly 

 

Packaging  

• ORF SBR Granules is available in 1000 kg Bulk Bag. 

 

Storage  

• Store in original containers, under dry conditions. 

• Do not expose to direct sunlight. 

 

Component Data 

Characteristics Value/Tolerance Unit Test Method 

Density 1.25 ± 0.03 g/cm³ PN-EN ISO 1183-1:2019 

Hardness 60 ± 5 °Sh A PN-EN 868:2005 

Tensile Strength > 5 MPa PN-ISO 37:2007 

Elongation @ Break > 500 % PN-ISO 37:2007 

Bulk Density 550 ± 10 g/l PN-EN 1097-3:2000 

Base Polymer SBR - Styrene-butadiene  

 

 

 


